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Κ1

X = 218530.02

Y = 4401704.04

Κ2

V = 30.00 km/h

X = 218471.33

Y = 4401665.19

γ

= 33.508°

R = 15.00

φ

= 80.565°

ΧΘΔ = 68.21

ΚΔ = 4.66

ΑΑ' = 21.09

ΩΩ' = 21.09

R1 = 30.00 R2 = 30.00

φ1

= 0.000°

φ2

= 0.000°

ε1 = 0.00 ε2 = 0.00

L1 = 0.00 L2 = 0.00

ΚΑ = 12.71 KA' = 12.71

Κ3

V = 30.00 km/h

X = 218243.13

Y = 4401910.40

γ

= 312.943°

R = 15.00

φ

= 91.861°

ΧΘΔ = 397.55

ΚΔ = 6.57

ΑΑ' = 24.05

ΩΩ' = 24.05

R1 = 30.00 R2 = 30.00

φ1

= 0.000°

φ2

= 0.000°

ε1 = 0.00 ε2 = 0.00

L1 = 0.00 L2 = 0.00

ΚΑ = 15.50 KA' = 15.50

Κ4

V = 30.00 km/h

X = 218212.45

Y = 4401879.93

γ

= 44.804°

R = 15.00

φ

= 90.347°

ΧΘΔ = 434.05

ΚΔ = 6.28

ΑΑ' = 23.65

ΩΩ' = 23.65

R1 = 30.00 R2 = 30.00

φ1

= 0.000°

φ2

= 0.000°

ε1 = 0.00 ε2 = 0.00

L1 = 0.00 L2 = 0.00

ΚΑ = 15.09 KA' = 15.09

Κ5

V = 30.00 km/h

X = 218157.55

Y = 4401935.87

γ

= 314.457°

R = 15.00

φ

= 104.629°

ΧΘΔ = 503.44

ΚΔ = 9.54

ΑΑ' = 27.39

ΩΩ' = 27.39

R1 = 30.00 R2 = 30.00

φ1

= 0.000°

φ2

= 0.000°

ε1 = 0.00 ε2 = 0.00

L1 = 0.00 L2 = 0.00

ΚΑ = 19.42 KA' = 19.42

Κ6

X = 218147.11

Y = 4401918.43
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ΣΥΝΤΑΞΗ:

Α Ρ Ι Θ Μ Ο Σ

Σ Χ Ε Δ Ι Ο Υ:

ΘΕΩΡΗΘΗΚΕ:

Ε Ρ Γ Ο:

ΕΛΛΗΝΙΚΗ ΔΗΜΟΚΡΑΤΙΑ - ΠΕΡΙΦΕΡΕΙΑ ΗΠΕΙΡΟΥ

ΔΗΜΟΣ ΖΙΤΣΑΣ

ΒΕΛΤΙΩΣΗ ΒΑΤΟΤΗΤΑΣ ΑΓΡΟΤΙΚΩΝ
ΔΡΟΜΩΝ ΔΗΜΟΥ ΖΙΤΣΑΣ

ΜΕΛΕΤΗ:

ΘΕΣΗ:

ΔΗΜΟΣ ΖΙΤΣΑΣ

ΝΑΣΟΥΛΗ ΑΝΔΡΟΜΑΧΗ

ΤΟΠΟΓΡΑΦΟΣ ΜΗΧΑΝΙΚΟΣ Τ.Ε.

ΣΤΑΥΡΟΣ ΣΤΑΘΗΣ

ΗΛΕΚΤΡΟΛΟΓΟΣ ΜΗΧΑΝΙΚΟΣ
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